DIGITAL TAP TIMER - 1 STATION DC-S

DC-S Irrigation controller for the all garden watering systems

Technical specification:

. Tap timer controller 1 station.

. Power supply: 2X1,5 Volt (2 Alkaline batteries AA).

- Inlet - outlet 3/4"" female - male (sealing gasket included - do not use PTFE-TEFLON),
. Detachable LCD display for easy programming.

. Electrovalve with NBR membrane and Latching solenoid.
. Working pressure range 0,3atm - 6atm at 20°C.

. Four buttons for programming.

. One button for manual start up .

. Can be connected with rain sensor.

10. Working range temperature from 5°C up to 60°C.

11. Flow rate at 0,8atm 2400 I/h.
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Working specification:

1. Watering run time: from 1 min to 239 min.

2. Watering frequency: 6 or 12 hours or 1-2-3-4-5-6 & 7 days.
3. Operation options: On & Off.

4. Delay fuction: 0 - 7 days.

5. Low battery indication.

Dimensions
Width: 10 cm / Height: 15 cm / Depth: 12 cm.

PROGRAMMING INSTRUCTIONS

Place 2*AA alkanine batteries in the battery compartment placed in the back of the detachable LDC display.

Set clock

Press button “ Menu” and icon “Time” flashes, then press OK to enter into Clock setting mode. When icon “hour” flashes,
turn the knob to adjust the hours. Press button B to move to next step and set the minutes and the day of the week.
Finally press OK to confirm and return back to Clock state mode automatically.

Automatic irrigation program

Press button “Menu” 2 times and then OK to enter the programming mode. When the clock appears and flashes, use
the knob to set the time. Use buttons <a» or press OK to move to the next steps. Use the knob to adjust the start time
and the watering duration and use button OK to select the watering frequency or desirable dates of the week.

At last, when “PROG" appears, turn knob clockwise to choose PROG On or PROG off and press OK to finish the setting.

Delay
Press both buttons B at the same time to set the function of rain delay. Turn the knob to choose the time delay

from 0 up to 7 days and press button OK.

Manual oparetion
Press button “Man” to set a manual watering time. Turn the knob to choose the running time and press OK to

operate immediately. If you want to stop the manual operation, just press button “Man” again.
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